                                                              ANNEX A

EXAMPLES OF HAZARDOUS MATERIALS

THESE ITEMS ARE EXAMPLES OF HAZARDOUS MATERIALS RESTRICTED/PROHIBITED BY DOD 4500.9R FOR SHIPMENT IN PERSONAL PROPERTY TO PROTECT SHIPMENTS FROM DAMAGE AND MINIMIZE ROSK TO PEOPLE/PROPERTY DURING TRANSPORTATION.

COMBUSTIBLE LIQUIDS:

ALCOHOLIC BEVERAGES (ANY SINGLE CONTAINER EXCEDDING ONE (1) GALLON-WILL NOT BE SHIPPED)

ALCOHOLS

ANTIFREEZE COMPOUNDS

FLUID CLEANERS (CONTAINING COMBUSTIBLE MATERIALS, E.G., SPOT CLOTHING CLEANERS AND OFFICE MACHINE CLEANERS)

CORROSIVE LIQUIDS:



ACIDS-MURIATIC, NITRIC, PHOTOGRAPHIC, SULFRIC

BATTERY W/ ACID

DYES

FLAME RETARDANT COMPUNDS

DISINFECTANTS IRON/STEEL RUST PREVENTING/RUST REMOVING COMPOUNDS

PAINT AND PAINT RELATED MATERIALS

EXPLOSIVES:


AMMUNITION


BLACK POWDER


BLASTING CAPS


DYNAMITE, PLASTICS OR SIMILAR EXPLOSIVES


EXPLOSIVE CAR ALARMS


FIREWORKS


FUSE LIGHTERS


IGNITERS


PRIMERS


PROPELLENTS


SIGNAL FLARES


SMOKELESS POWDER


SOUVENIR EXPLOSIVE INSTRUMENTS OF WAR


SPEAR GUNS HAVING CHARGED HEADS


TOY PROPELLENTS OR SMOKE DEVICES

FLAMMABLES:

NOTE: COMPLETELY DRAIN FUEL FROM ENGINE POWDER DRIVEN EQUIPMENT.  DRAIN EQUIPMENT (MOTORCYCLE, MOPED, LAWN MOWERS, BOATS, SNOW MACHINE, ETC.)  RUN UNTIL ENGINE STALLS.  DRAIN ALL OIL AND WATER.  ALLOW THE FUEL TANKS AND LINES TO REMAIN OPEN FOR 24 HOURS PRIOR TO PICK UP.  DISCONNECT NONSPILLABLE GEL TYPE BATTERIES AND TAPE THE ENDS TO PREVENT SHORT CIRCUIT.  ONLY NONSPILLAB; GEL TYPE BATTERIES ARE AUTHORIZED.  THE BATTERIES MAY REMAIN IN THE EQUIPMENT HOLDER, BUT ENSURE THEY REMAIN UPRIGHT WHEN PACKED IN THE SHIPPING CONTAINER.  BATTERIES WITH ACID OR ALKALI ARE PROHIBITED FROM SHIPMENT.

ACETONE


ADHESIVES (GLUES, CEMENTS AND PLASTICS)


AMMONIA


CHARCOAL BRIQUETTES


CLEANING FLUIDS


COMPOUND 3 WEED KILLERS


DENATURED ALCOLHOL


ENAMEL


GASOLINE


INSECTICIDES


KEROSENE


LACQUER


LEATHER DRESSING OR BLEACH


LIGHTER FLUIDS (POCKET, CHARCOAL, CAMP STOVE, LAMP OR TORCH)


LIQUORS (ANY SINGLE CONTAINER EXCEEDING ONE (1) GALLON CAPACITY)


MATCHES


OIL STAIN FOR WOOD


PAINT


PAINT OR VARNISH REMOVER


PETROLEUM PRODUCTS


POLISHES, LIQUID (METAL, STOVE, FURNITURE AND WOOD)


PROPANE TANKS (PURGED OR NOT)


PROPANE OR OTHER GAS USED FOR COOKING OR HEATING PURPOSES


SHELLAC


SHOE POLISH (LIQUID)


SOLVENTS, PLASTIC


STAINS


TURPENTINE


VARNISH


WOOD FILLER

GASSES, COMPRESSED:

ENGINE STARTING FLUIDS, FIRE EXTINGUISHERS, GASSES USED IN WELDING, SCUBA DIVING TANKS (SEE NOTE BELOW)

AEROSOL CANS (CONTAINING A FLAMMABLE GAS, FLAMMABLE LIQUID, TOXIC, OR CORROSIVES SUBSTANCES).

CHLORINATED HDROCARBONS IN DECORATIVE LAMPS

OTHER RELATED MATERIAL TERMED COMBUSTIBLE, CORROSIVE, OR FLAMMABLE

NOTE:  ONLY THOSE SCUBA DIVING TANKS CONTAING NOT MORE THAN 25 POUNDS PER SQUARE INCH AT 70 DEGREES FAHRENHEIT MAY BE SHIPPED AS HOUSEHOLD GOODS OR UNACCOMPANIED BAGAGGE.  SERVICING FOR SHIPMENT WILL INCLUDE:


A.  WRITTEN CERTIFICATION OF PURGING SERVICED BY DIVE SHOP OR LICENSED INDIVIDUAL QUALIFIED TO PERFORM PURGING.  A TAG OR LABEL MUST BE AFFIXED TO THE TANK CERTIFYING SERVICE WAS PREFORMED.


B.  COMPLETELY EMPTY TANK.  REMOVE THE VALVE AND REPLACE VALVE WITH PLUG DESIGNED FOR THIS PURPOSE.

